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CONCRETE BLOCKS

When it comes to Quality & Value at Best Price, BUILDMATE Normal weight Concrete
Blocks , density 2100 Kg/M?3offers anunmatched Product with High Versatility.

Buildmate also offers highly compacted Light weight solid concrete blocks without air
bubbles having density ranging from 1000 Kg/M?3 to 1600 Kg /M3, manufactured using light
weight aggregates, which offer high Thermal and Acoustic proofing.

BIMENSIONS OF BLOCKS NORMAL CONCRETE LIGHT WEIGT CONCRETE
JLength “Width® Helght) | 2FPROXIMATE MINIMUM | APPRORIMIATE I IRV
5 PER BLOCI ELOCKS PER PER BLOCK ELOCKS PER
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1 230%1L10* 75 mm 3.5l ALd0 2ka 45000
2 A0 2004200 mm 25k A0 20Kz L0
3 FA0- 2004150 mm 19 Kg 550 13 Kg Ta0
4 4007 FOEF 10O mm 165 kg 00 10K 1050
5 | aoatzootasoem | 25K 100 19Ks | 580

Our product is in accordance with IS 2185 Quality Standards
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The Salient Features of Our Concrete Blocks

> Compressive Strength  :5-10 MPA ( 50 to 100 Kg/CM 2)

> Size : As per the customer requirement
» Dry Density : 2100 Kg/M? (Normal Concrete)

: 1000-1600 Kg/M?3 (Light Weight Concrete)
» Colour : Grey

BUILDMATE has installed World class Plant with Block Machine
imparting Servo vibration compaction and Rapid curing treatment
for Highest quality production of Concrete Blocks and timely
delivery. BUILDMATE sources in the best of raw materials to deliver
superior quality blocks and this is the reason for our emergence as
a customer’s choice.

CONCRETE BLOCKS/ BRICKS

Ease of Work : Dimensional Accuracy requiring no special Equipment.
Trouble-Free : Crack Free and Leak Free Constructions.

Versatility : Versatile with different variety of sizes , shapes and lying patterns
Economical : Saving on Mortar due to uniform shapes & size

Quantity : Correct Quantity with no Wastage unlike ordinary bricks.

Quality : Steam cured ensuring Excellent uniform Strength .
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